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01. 

Attach the 4 Side pieces of the 

frame. Use 2 nuts+bolts+Washers in 

every corner.

02. 

Place the frame on the concrete 

fundament. If the height of the frame 

is correct, you can fasten the frame 

to the fundament with expanding 

bolts or use screws and plugs (the 

position for these bolts for one of the 

side walls is indicated in the 

illustration)

NOTE! If the height needs 

adjustment, do not bolt to the 

concrete and use height regulators. 

see illustration 07
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03. 

Grating frame (optional) :

Attach 4 extra side walls to create a 

frame supporting the sides of a 

grating.

Attach each such flat wall with 4

nuts+bolts+washers. (location circled 

in red in the illustration)

04. 

After mounting the frame and outer 

walls the product looks like this.

The top edge (in red) should be the  

same level as grating and 

sidewalk/ground level.
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05. 

Grating support arms (Optional) :

If needed arm elements can be 

mounted to the frame to support  

grating parts.

Attach the 3 pieces of every arm with 

2 nuts+bolts+washers. (1,2,3)

Then, attach each mounted arm to 

the frame using the 2 previously 

attached extra wall bolts (the center 

2) and 2 more nuts+bolts+washers.

06. 

After mounting the support arms the 

product looks like this.

NewPreviously attached
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07. 

Height adjustment (optional) :

8 Height regulators (separate 

accessory) can be attached as shown 

on the underside of the frame in 

order to adjust the total height to the 

needed level. 

08. 

The grating is placed in the frame as 

shown. Consult Malus regarding 

specific fittings for tree guards.


